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Prior to using this product, be sure to thoroughly review these 
instructions.
This product is a gas detector, not a precision gas analyzer.
To ensure the accuracy of your gas detector, we recommend gas 
calibration at least once every 180 days.
The device should be cleaned with a soft cloth, and no chemicals 
should be used to clean it.
STEALTH Mode forcibly blocks the alarm signal, making it difficult for 
users to recognize the alarm, so caution is required when using it.

This symbol indicates that this product should not be discarded as 
unsorted waste but must be sent to separate collection facilities for 
recovery and recycling. Please dispose of this product according to 
local regulations.

ATEX :       II 1G Ex ia IIC T4 Ga     KCs :      Ex ia IIC T4
IECEx : Ex ia IIC T4 Ga

Warning/Caution (Read before operating)

        Warning

Do not change or replace components as this will damage the 
intrinsically safe structure and will void the warranty even if the 
warranty period remains.
Before using this product, it’s recommended that you periodically 
test the sensor response with gas that exceeds the alarm level.
The detector must be used within specified temperature and 
humidity ranges. Environments outside this range may cause 
malfunction or failure of the device. Be careful not to use in extreme 
environments.
The gas concentration measurement value of the sensor used in the 
device may vary depending on the operating environment
(temperature, pressure, humidity). Therefore, when calibrating the 
device, perform the calibration in an environment that is the same or 
similar to the device's operating environment.
Rapid temperature changes (e.g., large indoor/outdoor temperature 
differences) can make gas reading values unstable. Therefore, use it 
after the gas reading values are stable.
If the device is subjected to severe vibration or shock, the measured 
gas concentration value may change suddenly. Therefore, use it after 
the gas concentration value is stable.
Only use approved Lithium battery:
Sunmoon ER14335 or Xeno XLP-055F 2/3AA, 3.6V, 1.65Ah

* Note
1) Turn on the detector in a safe place without harmful gases in the air.
2) Warm-up may occur depending on sensor stabilization. (Warm-up time may 
     vary for each sensor.)
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Units of Measurement
Battery State
Low/High Alarm (Primary alarm or low alarm :      ,  Secondary alarm or High 
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PORTABLE SINGLE GAS DETECTOR

BELLMINI™ SINGLE GAS DETECTOR
Quick Start Guide
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       BELLMINI™ IconsC
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This warranty and repair policy applies for two years from the time of 
purchase of the product. (Excluding some gas sensors) 
During this period, you can receive free repair or replacement service for 
problems caused by product defects or manufacturing defects. The 
warranty applies only to defects or defects resulting from the manufac-
turing process or parts of the product. Damage caused by user 
negligence or malfunction due to excessive use may be excluded from 
the warranty.

       BELLCONNECT ™ App Connection (NFC/Bluetooth)F

       BELLMINI™ MENUD

D

       WarrantyG* Span Calibration/Bump Test
1) Press the BELLMINI™ power button for 9 seconds
     (Hold the button, Exit 3s + more 6s-excluding O₂ sensor)

2) Select the menu to be performed between the span calibration and 
     bump test calibration and double-click
3) Double-click and after finishing the zero calibration, apply the 
     calibration gas depending on the sensor type.

4) Remove the gas after test calibration time passes.

* Note  
1) If calibration fails, try again. If calibration continues to fail,  shut down 
     the detector and contact the manufacturer. 
2) To perform accurate calibration, please refer to the device manual on 
     our website. You can also check using the QR code on this guide.

       ZERO CAL/SPAN CAL/BUMP TEST

      (To enter each menu, please refer to 

             BELLMINI™ MENU)

E

* Zero Cal
1) Double-click and then click once to   
     enter Zero Calibration.
2) Double-click once more to run the  
     Zero Calibration. 

* Note
For Span Calibration/Bump Test 
the use of a dedicated adapter is 
required.

* O₂ Sensor doesn't include Span 
Cal/Bump Test/Bump Due/TWA/STEL.

* H₂ Sensor doesn't include TWA/STEL.
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       Package Component ListI

For detailed manual

Install the BELLCONNECT™ Application.

* In case you don’t have BELLCONNECT™ App, NFC tagging will take 
you to the Play store to download it or you can use download 
QR below.(NFC tagging is not available for iPhone.)
The app turns on when you tag your smartphone 
with an NFC device on the back where the product 
label is located. 
If you tag the NFC device once more, the app 
and detector will be linked.
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       Contacts H

If you have any problems with our products, please contact us with 
contact information below.

Address: 1014-1016, Desian Plex, 424, Yangcheon-ro, Gangseo-gu, 
Seoul, Republic of Korea
Phone: +82 70-8804-3982
Fax: +82 2-2638-5578
Website: https://gdi-solution.com
Email: service@gdi-solution.com
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